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PUMP HOUSE UPGRADES

SPRING BOX DETAILS

FENCE DETAILS
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NEW 1" SCH 40 PVC

EXISTING STORAGE — |
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EXISTING DISTRIBUTION PIPING
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FROM CT PIPING ——————=

NEW EYE WASH /

STATION (SAS SAFETY
CORP 5135)

EXISTING ELECTRIC
CONTROLS.

B | _—— EXISTING PIPE TO BE REMOVED
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SCHRADER 3" NPT BRASS TANK

EXISTING SMOOTH o
NOSE SAMPLING TAP / VALVE WITH BRASS BALL VALVE

11T
TO CT PIPING ———=
N
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] VERTICAL BENDS NECESSARY

TO REACH TOP OF TANK

PROPOSED 25 GAL.
SECONDARY CONTAINMENT \

/ EXISTING FILTERS

AN

NEW 1" SCH 40 PVC

\— NEW SMOOTH NOSE
SAMPLING TAP

EXISTING HYPOCHLORITE PROVIDE CHECK |]:|'|
INJECTION PUMP AND VALVE TO PREVENT
STORAGE TANK SIPHONING
EXISTING SECONDARY CONTAINMENT TO
VENT CHLORINATION TANK BE REMOVED.

TO OUTSIDE OF BUILDING

46 LF 8" SCH 40 PVC
CONTACT PIPE AT 2
BURY.

FROM SPRING BOX
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NEW POWER SERVICE.
CONNECT TO POWER
FROM EXISTING SPRING
BOX

— | .00" MIN.
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SPLASH PAD MADE FROM
4" MINUS COBBLE.

b

24'X24" NYSTROM
OVERLAPPING STYLE AND
LOCKING WATERTIGHT
ACCESS LID (O.AE.)

PLACE 4" MIN. BENTONITE

IMPERVIOUS LAYER ABOVE COBBLE

COLLECTION MEDIA AND COVER

WITH 4" MIN. TOP SOIL. CLEAR AND

GRUB ONLY. DO NOT EXCAVATE.

EXISTING COLLECTION BOX.
SEAL LID WITH A
POLYURETHANE
CONSTRUCTION ADHESIVE.

DAYLIGHT TO NATIVE
GROUND

[—————— LENGTH VARIES

SURFACE WATER
DIVERSION DITCH .
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NEW ZOELLER
MIGHTY-MATE CAST IRON
MODEL 63 PUMP O.A.E.

SPRING BOX PUMP CHAMBER PROFILE VIEW

13" DISCHARGE PIPE.

NOTE: ELEVATIONS AND PIPE SIZES OF THE EXISTING OVERFLOW AND SUPPLY PIPE
ARE UNKNOWN. THE CONTRACTOR WILL BE RESPONSIBLE TO DETERMINE THE
ELEVATIONS AND SIZES PRIOR TO CONSTRUCTION OF THE SPRING BOX PUMP

CONSTRUCT A SURFACE WATER
DIVERSION DITCH BEHIND SPRING
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SPRING BOX PUMP CHAMBER PLAN VIEW

~soo |

=== |10 MIN.

1}13,:% BY: DATE: e REVISED BY: DATE: APPROVED BY: DATE: J m ﬁS’L, S PRING B OX DETAIL S % of
CHECKED BY: DATE: APPROVED BY:  DATE: APPROVED BY:  DATE: Wm @ ﬁ"@wO YELLOW BAY STATE PARK 5)




1 rod
16 1/2'

3-Wire Spacing Application
All Double-Strand Smooth
Regular Wire Clips

5" Dia. x 7' Treated Wood Post (Typ.)
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No Stays

All wires to be,
12 1/2 guage (typical)

3'-0" Min

4" Dia. Treated Brace Rails (Typ.)
5" Dia x 7'-0" Treated Posts (Typ.)

Single Panel

=

Doulble Panel

3'-0" Min

3'-0" Min

9 gauge galv. wire tie looped around
each wire and twisted around posts.

Two Steel Posts Driven

at approximately 45 degree angle
to native ground to 3" of surface.
May be cut if driving to full depth
is not possible.

Typical Deadman Anchor Detail

Use trees which align with existing fence line.
Fence line may be adjusted to the WMA side
up o 2'-0" out of alignment to align with
anchor trees only where necessary to anchor
every 25 rods.

Min Tree Diameter for anchorage
shall be 8" in smallest dimension.

-

Scab "untreated" 2x4's to tree with nails.

-

\

\_ ] ] Wrap fence wire around 2x4 such that the wire
Typical Metal Line Post does not contact the tree trunk. Wrap each wire
twice around tree prior to fwisting onto itself.

Plan View

Anchor Tree /— 4'-0" 2x4's attached to tree prior to wrapping wire.

Wire spacing as shown in typical fence detail.

Ground\ [
TRk 7 T .
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Typical Tree Anchor Point Detail

Staple wire at appropriate height to maintain spacing.

Provide closure chain

’_7 New Panel 4" Dia. Treated
Brace Rails (Typ.)

" Dia x 7'-0"
[ Treated Posts (Typ.)

Pedestrian Panel Gate
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